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SMC-100 
Slow Motion 
Controller 


The SMC-100 slow motion remote 
control accessory doubles the flexi- 
bility of the VPR-1, VPR-2 and VPR- 
2B series recorders. The SMC-100 
provides a host of convenience fea- 
tures, whether for remote acquisition 
or creative post-production. It works 
with any VPR-1 equipped with the 
variable slow motion and shuttle fea- 
ture plus the AST automatic scan 
tracking system or any VPR-2 or 
VPR-2B having the AST system 
alone installed. 

Full broadcast slow motion and 
recognizable picture in shuttle are 


provided when the Ampex TBC-2 or 
TBC-2B digital time base corrector 
is added. When used with VPR-1 or 
VPR-2, normal play, 1/2 speed, 

1/5 speed, variable control of slow 
motion playback, shuttle in both 
directions and freeze frame in the 
playback mode are possible. When 
used with the VPR-2B, variable con- 
trol of playback is expanded from 
1/4 speed reverse to 1-1/4 speed 
forward. When used with the STC- 
100 search-to-cue accessory, it 
allows up to 99 independently 
searchable cue points. 


Installation 


Connection of the SMC-100 control- 
ler to the VTR in use is a simple 
matter of plugging the controller 
cable into the recorder’s remote con- 
nector on the rear panel of the ma- 
chine. A VTR may be remoted up to 
100 feet from the controller. The 
SMC-100 is powered by the record- 
er’s internal supply. 


Dimensions 


Height 10% inch (259 mm), Depth 
15 inch (381 mm), Width 8 inch (203 
mm). 
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For more information, contact your 
Ampex sales representative. 


Ampex Corporation 
Audio-Video Systems Division 
401 Broadway 

Redwood City, California 94063 


U.S. Field Offices In: CALIFORNIA Cupertino (408) 255-4800; Glendale (213) 
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Control Functions 


Ready puts the VTR in the ready 
mode. 

Record by pushing the record but- 
ton, the VTR enters the record 
mode. The clock timer can optionally 
be reset to zero on entering Record. 


Normal illuminates when selected 
and puts VTR into normal play 
mode. 

Slow motion 1 puts the VTR into a 
slow motion speed which represents 
a nominal half play speed. 

Slow motion 2 puts the VTR into 
nominal 1/5 play speed. 

Slow motion 3 enables the adjust- 
able lever that controls the play 
speed. 

Reverse jog puts the VTR into 
reverse slow motion at nominal two 
frames per second. 


Forward jog puts the VTR into for- 
ward slow motion at nominal two 
frames per second. 


Fast forward initiates shuttle in 
forward direction. 


Fast reverse initiates shuttle in 
reverse direction. 

Clock reset resets the clock display 
to zero. 

Search enables the automatic 
search-to-cue mode. The recorder 
will search to the cue which is repre- 
sented by a flashing LED on the 
clock face. 

Manual cue enables the operator to 
have a clockface indication of two 
manually searchable cues. 


Auto cue selects one automatically 
searchable cue 

Display freeze permits freezing of 
the clock and tape timer displays. 
Operating a second time results in 
clock and timer returning to correct 
time position. 

Secondary Rear Panel 
Controls 


Record lockout: While ON prevents 
the system from going into Record 
mode while remoted to the SMC-100. 
Indicator on top of clock is illuminat- 
ed when Record Lockout is ON. 
Shuttle: AUTO permits shuttle 

speed in forward or reverse direction 
to be set by the duration either shuttle 
pushbutton is held down. System 
latches in shuttle. 


MANUAL shuttle permits 
the VTR to go into forward or reverse 
shuttle at full speed. Pushbutton 
does not latch and system returns to 
freeze upon release of pushbutton. 


Frame disable: Allows timer frames 
display to be turned off. 

Manual cue flash: Allows manual 
cue points to flash when system is 
in freeze mode, to permit differentia- 
tion between VTR mark and manual 
cue. 

Record clock reset: Allows clock to 
be reset to zero when VTR is put 
into record. 


Intemational Sales or Service Companies: ARGENTINA Buenos Aires 49-415 
46-9255 e AUSTRALIA, Sydney 439-4077 e BELGIUM, Nivelles 067/22.49. 
e BRAZIL, Rio de Janeiro 274-8122 e CANADA, Bramalea (416) 791-310 
e COLOMBIA, Bogota 285-0517, 285-5259 e FRANCE, Boulogne 609-91-55 


e@ GERMANY (FEDERAL REPUBLIC), Frankfurt (Main) 60581 e GREECE, 


Athens 6830611 e HONG KONG, Kowloon 3-678051-3 e ITALY, Rome 


240-5000 e GEORGIA Atlanta (404) 451-7112 e ILLINOIS, Elk Grove Village (06) 54-69-91 e JAPAN, Tokyo 03-264-7331 e MEXICO, Mexico City 


(312) 593-6000 e KENTUCKY, Louisville (502) 


637-5100 e@ UTAH, Salt Lake City (801) 487-8181 


239-6111 @ MARYLAND, 
Bethesda (301) 530-8800 e NEW JERSEY, Hackensack (201) 489-7400 (in New 
York 736-6118) @ OHIO, Dayton (513) 254-6101 e TEXAS, Dallas (214) 


539-68-70/71/72 @ NETHERLANDS, Utrecht 030-61.29.21 e PUERTO RICO, 
Santurce (809) 727-3440 e SPAIN, Madrid (91) 2029141 e SWEDEN, Sund- 
byberg08/28 2910 @ SWITZERLAND, Fribourg037-81.31.11 @ UNITED KINGDOM, 


Reading, England (0734) 85200 e VENEZUELA Caracas 782-72-22 Ext 20. 
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